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Introduction 

Located in Monmouth County in central New Jersey, Eatontown Borough covers approximately 

5.9 square miles north of Ocean Township.  Figures 1 and 2 illustrate that Eatontown Borough is 

dominated by urban land uses.  A total of 78.3% of the municipality’s land use is classified as 

urban.  Of the urban land in Eatontown Borough, medium density residential is the dominant land 

use (Figure 3).     

 

The New Jersey Department of Environmental Protection’s (NJDEP) 2007 land use/land cover 

geographical information system (GIS) data layer categorizes Eatontown Borough into many 

unique land use areas, assigning a percent impervious cover for each delineated area.  These 

impervious cover values were used to estimate the impervious coverage for Eatontown Borough.  

Based upon the 2007 NJDEP land use/land cover data, approximately 34.1% of Eatontown 

Borough has impervious cover.  This level of impervious cover suggests that the streams in 

Eatontown Borough are non-supporting streams.1    

 

Methodology 

Eatontown Borough contains portions of three subwatersheds (Figure 4).  For this impervious 

cover reduction action plan, projects have been identified in each of these watersheds.  Initially, 

aerial imagery was used to identify potential project sites that contain extensive impervious cover.  

Field visits were then conducted at each of these potential project sites to determine if a viable 

option exists to reduce impervious cover or to disconnect impervious surfaces from draining 

directly to the local waterway or storm sewer system.  During the site visit, appropriate green 

infrastructure practices for the site were determined.  Sites that already had stormwater 

management practices in place were not considered.   

 

  

                                                           
1 Caraco, D., R. Claytor, P. Hinkle, H. Kwon, T. Schueler, C. Swann, S. Vysotsky, and J. Zielinski. 1998. Rapid 

Watershed Planning Handbook. A Comprehensive Guide for Managing Urbanizing Watersheds. Prepared by Center 

For Watershed Protection, Ellicott City, MD. Prepared for U.S. Environmental Protection Agency, Office of Wetlands, 

Oceans and Watersheds and Region V. October 1998 
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Figure 1:  Map illustrating the land use in Eatontown Borough  
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Figure 2:  Pie chart illustrating the land use in Eatontown Borough  
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Figure 3:  Pie chart illustrating the various types of urban land use in Eatontown Borough  
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Stormwater planters 

Stormwater planters are vegetated structures that are built into the 

sidewalk to intercept stormwater runoff from the roadway or 

sidewalk.  Many of these planters are designed to allow the water to 

infiltrate into the ground while others are designed simply to filter the 

water and convey it back into the stormwater sewer system.  

 

Tree filter boxes 

These are pre-manufactured concrete boxes that contain a special soil 

mix and are planted with a tree or shrub.  They filter stormwater runoff 

but provide little storage capacity.  They are typically designed to 

quickly filter stormwater and then discharge it to the local sewer 

system.  

 

Potential Project Sites 

Attachment 1 contains information on potential project sites where green infrastructure practices 

could be installed.  The recommended green infrastructure practice and the drainage area that the 

green infrastructure practice can treat are identified for each potential project site.  For each 

practice, the recharge potential, TSS removal potential, maximum volume reduction potential per 

storm, and the peak reduction potential are provided.  This information is also provided so that 

proposed development projects that cannot satisfy the New Jersey stormwater management 

requirements for major development can use one of the identified projects to offset a stormwater 

management deficit. 4 

 

  

                                                           
4 New Jersey Administrative Code, N.J.A.C. 7:8, Stormwater Management, Statutory Authority: N.J.S.A. 12:5-3, 

13:1D-1 et seq., 13:9A-1 et seq., 13:19-1 et seq., 40:55D-93 to 99, 58:4-1 et seq., 58:10A-1 et seq., 58:11A-1 et seq. 

and 58:16A-50 et seq., Date last amended: April 19, 2010. 
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Conclusion 

This impervious cover reduction action plan is meant to provide the municipality with a blueprint 

for implementing green infrastructure practices that will reduce the impact of stormwater runoff 

from impervious surfaces.  These projects can be implemented by a wide variety of people such 

as boy scouts, girl scouts, school groups, faith-based groups, social groups, watershed groups, and 

other community groups.   

 

Additionally, development projects that are in need of providing off-site compensation for 

stormwater impacts can use the projects in this plan as a starting point.  The municipality can 

quickly convert this impervious cover reduction action plan into a stormwater mitigation plan and 

incorporate it into the municipal stormwater control ordinance. 

 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

a. Green Infrastructure Sites 



SITES WITHIN THE BRANCHPORT 

CREEK SUBWATERSHED:

1. Kindercare Learning Center

SITES WITHIN THE PARKERS CREEK / 

OCEANPORT CREEK 

SUBWATERSHED:

2. Immaculate Conception Korean

3. Margaret L. Vetter Elementary 

School / Memorial Middle School

4. Meadowbrook Elementary School

5. Monmouth Grace United Methodist 

Church

6. Municipal Parking

7. Saint James Memorial Episcopal 

Church

8. Wolcott Park

SITES WITHIN THE WHALE POND 

BROOK SUBWATERSHED:

9. Hawkswood School

10. Illanos Cafe

11. Reliable Couriers

12. Woodmere Elementary School



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

b. Proposed Green Infrastructure Concepts 



KINDERCARE LEARNING CENTER 

Subwatershed:

Site Area:

Address:  

Block and Lot:

Downspout planter boxes can be constructed by the entrance to allow roof runoff to be reused. Parking spots can be replaced with porous

asphalt to capture and infiltrate stormwater. A preliminary soil assessment suggests that more soil testing would be required before

determining the soil’s suitability for green infrastructure.

Recommended Green 

Infrastructure Practices

Recharge 

Potential 

(Mgal/yr)

TSS Removal 

Potential (lbs/yr)

Maximum Volume 

Reduction Potential 

(gal/storm) 

Peak Discharge 

Reduction Potential 

(cu. ft./second)

Estimated

Size (sq. ft.)

Estimated 

Cost

Downspout planter boxes 0.022 3 n/a n/a 48 $4,000

Pervious pavements 0.358 60 27,140 1.02 3,835 $95,875

Impervious Cover
Existing Loads from

Impervious Cover (lbs/yr)
Runoff Volume from Impervious Cover (Mgal)

% sq. ft. TP TN TSS For the 1.25" Water Quality Storm For an Annual Rainfall of 44" 

79 58,536 2.8 29.6 268.8 0.046 1.61

Branchport Creek

74,284 sq. ft.

60 Industrial Way East 

Eatontown, NJ 07724 

Block 3901, Lot 1





IMMACULATE CONCEPTION KOREAN 

Subwatershed:

Site Area:

Address:  

Block and Lot:

The stormwater runoff drains towards the sidewalk on the west side of the building. A rain garden can be installed between the two

downspouts on that side of the building to capture, treat, and infiltrate runoff from the rooftop. A preliminary soil assessment suggests that

the soils have suitable drainage characteristics for green infrastructure.

Recommended Green 

Infrastructure Practices

Recharge 

Potential 

(Mgal/yr)

TSS Removal 

Potential (lbs/yr)

Maximum Volume 

Reduction Potential 

(gal/storm) 

Peak Discharge 

Reduction Potential 

(cu. ft./second)

Estimated

Size (sq. ft.)

Estimated 

Cost

Bioretention systems  0.034 6 2,600 0.10 345 $1,725

Pervious pavement 0.396 66 30,010 1.13 4,769 $119,225

Impervious Cover
Existing Loads from

Impervious Cover (lbs/yr)
Runoff Volume from Impervious Cover (Mgal)

% sq. ft. TP TN TSS For the 1.25" Water Quality Storm For an Annual Rainfall of 44" 

60 22,356 1.1 11.3 102.6 0.017 0.61

Parkers Creek / 

Oceanport Creek

37,260 sq. ft.

64 Broad Street 

Eatontown, NJ 07724 

Block 1002, Lot 1





MARGARET L. VETTER ELEMENTARY SCHOOL / 

MEMORIAL MIDDLE SCHOOL 
Subwatershed:

Site Area:

Address:  

Block and Lot:

Stormwater runoff drains towards the turf grass west of the parking lot at the elementary school. A bioretention system can be installed to

capture, treat, and infiltrate runoff from the parking lot. Parking spaces at the middle school can be replaced with pervious pavement to

capture and infiltrate stormwater. Downspout planter boxes can be constructed by the entrance on the east side of the middle school to

allow roof runoff to be reused. A bioretention system can be built to treat rooftop runoff. A preliminary soil assessment suggests that more

soil testing would be required before determining the soil’s suitability for green infrastructure.

Recommended Green 

Infrastructure Practices

Recharge 

Potential 

(Mgal/yr)

TSS Removal 

Potential (lbs/yr)

Maximum Volume 

Reduction Potential 

(gal/storm) 

Peak Discharge 

Reduction Potential 

(cu. ft./second)

Estimated

Size (sq. ft.)

Estimated 

Cost

Bioretention systems   0.647 108 47,467 1.84 6,725 $33,625

Downspout planter boxes 0.022 3 n/a n/a 48 $4,000

Pervious pavements 0.069 12 5,215 0.20 848 $21,200

Impervious Cover
Existing Loads from

Impervious Cover (lbs/yr)
Runoff Volume from Impervious Cover (Mgal)

% sq. ft. TP TN TSS For the 1.25" Water Quality Storm For an Annual Rainfall of 44" 

31 331,689 16.0 167.5 1,522.9 0.258 9.10

Parkers Creek / 

Oceanport Creek

1,063,688 sq. ft.

3 & 7 Grant Avenue  

Eatontown, NJ 07724 

Block 1501, Lot 1







Recommended Green 

Infrastructure Practices

Recharge 

Potential 

(Mgal/yr)

TSS Removal 

Potential (lbs/yr)

Maximum Volume 

Reduction Potential 

(gal/storm) 

Peak Discharge 

Reduction Potential 

(cu. ft./second)

Estimated

Size (sq. ft.)

Estimated 

Cost

Bioretention systems  0.349 58 25,435 0.99 3,678 $18,390

Pervious pavements 4.622 774 350,185 13.15 45,382 $1,134,550

HAWKSWOOD SCHOOL 

Subwatershed:

Site Area:

Address:  

Block and Lot:

Rain gardens can be installed to capture, treat, and infiltrate roof runoff. Multiple rows of parking spaces can be replaced with porous

asphalt to provide stormwater generated by the parking lot an opportunity to infiltrate. A preliminary soil assessment suggests that the

soils have suitable drainage characteristics for green infrastructure.

Impervious Cover
Existing Loads from

Impervious Cover (lbs/yr)
Runoff Volume from Impervious Cover (Mgal)

% sq. ft. TP TN TSS For the 1.25" Water Quality Storm For an Annual Rainfall of 44" 

54 370,831 17.9 187.3 1702.6 0.289 10.17

Whale Pond Brook

688,013 sq. ft.

270 Industrial Way West 

Eatontown, NJ 07724 

Block 3502, Lot 5





ILLANOS CAFE

Subwatershed:

Site Area:

Address:  

Block and Lot:

Parking spaces can be replaced with pervious pavement to capture and infiltrate stormwater. A preliminary soil assessment suggests that

the soils have suitable drainage characteristics for green infrastructure.

Recommended Green 

Infrastructure Practices

Recharge 

Potential 

(Mgal/yr)

TSS Removal 

Potential (lbs/yr)

Maximum Volume 

Reduction Potential 

(gal/storm) 

Peak Discharge 

Reduction Potential 

(cu. ft./second)

Estimated

Size (sq. ft.)

Estimated 

Cost

Pervious pavements 0.683 114 51,710 1.94 5,615 $140,375

Impervious Cover
Existing Loads from

Impervious Cover (lbs/yr)
Runoff Volume from Impervious Cover (Mgal)

% sq. ft. TP TN TSS For the 1.25" Water Quality Storm For an Annual Rainfall of 44" 

72 66,935 3.2 33.8 307.3 0.052 1.84

Whale Pond Brook

92,656 sq. ft.

1 Corbett Way 

Eatontown, NJ 07724  

Block 3601, Lot 18





RELIABLE COURIERS 

Subwatershed:

Site Area:

Address:  

Block and Lot:

Parking spaces can be replaced with pervious pavement to capture and infiltrate stormwater. A preliminary soil assessment suggests that

the soils have suitable drainage characteristics for green infrastructure.

Recommended Green 

Infrastructure Practices

Recharge 

Potential 

(Mgal/yr)

TSS Removal 

Potential (lbs/yr)

Maximum Volume 

Reduction Potential 

(gal/storm) 

Peak Discharge 

Reduction Potential 

(cu. ft./second)

Estimated

Size (sq. ft.)

Estimated 

Cost

Pervious pavements 2.542 426 192,575 7.23 23,975 $599,375

Impervious Cover
Existing Loads from

Impervious Cover (lbs/yr)
Runoff Volume from Impervious Cover (Mgal)

% sq. ft. TP TN TSS For the 1.25" Water Quality Storm For an Annual Rainfall of 44" 

51 158,823 7.7 80.2 729.2 0.124 4.36

Whale Pond Brook

313,896 sq. ft.

12 Christopher Way 

Eatontown, NJ 07724 

Block 3901, Lot 45





WOODMERE ELEMENTARY SCHOOL 

Subwatershed:

Site Area:

Address:  

Block and Lot:

Two rows of parking can be replaced using pervious pavement to provide stormwater an opportunity to infiltrate. A rain garden can be built

on the south side of the school to capture, treat and infiltrate runoff from the walkway pavilion. A preliminary soil assessment suggests

that the soils have suitable drainage characteristics for green infrastructure.

Recommended Green 

Infrastructure Practices

Recharge 

Potential 

(Mgal/yr)

TSS Removal 

Potential (lbs/yr)

Maximum Volume 

Reduction Potential 

(gal/storm) 

Peak Discharge 

Reduction Potential 

(cu. ft./second)

Estimated

Size (sq. ft.)

Estimated 

Cost

Bioretention systems 0.021 4 1,620 0.06 390 $1,950

Pervious pavements 0.541 91 41,000 1.54 1,840 $46,000

Impervious Cover
Existing Loads from

Impervious Cover (lbs/yr)
Runoff Volume from Impervious Cover (Mgal)

% sq. ft. TP TN TSS For the 1.25" Water Quality Storm For an Annual Rainfall of 44" 

26 138,553 6.7 70.0 636.1 0.108 3.80

Whale Pond Brook

541,939 sq. ft.

65 Raleigh Court 

Eatontown, NJ 07724 

Block 3401, Lot 8





 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

c. Summary of Existing Conditions 



Summary of Existing Site Conditions 

I.C. I.C. Water Quality Storm
Subwatershed/Site Name/Total Site Info/GI Practice Area Area Block Lot TP TN TSS I.C. Area Area (1.25" over 2-hours) Annual

(ac) (SF) (lb/yr) (lb/yr) (lb/yr) % (ac) (SF) (Mgal) (Mgal)

BRANCHPORT CREEK SUBWATERSHED 1.71 74,284 2.8 29.6 268.8 1.34 58,536 0.046 1.61

Kindercare Learning Center
Total Site Info 1.71 74,284 3,901 1 2.8 29.6 268.8 79 1.34 58,536 0.046 1.61

PARKERS CREEK/ OCEANPORT CREEK SUBWATERSHED 57.33 2,497,496 32.7 342.8 3,116.5 15.58 678,780 0.529 18.62

Immaculate Conception Korean
Total Site Info 0.86 37,260 1,002 1 1.1 11.3 102.6 60 0.51 22,356 0.017 0.61

Margaret L. Vetter Elementary School / Memorial Middle School
Total Site Info 24.42 1,063,688 1,501 1 16.0 167.5 1,522.9 31 7.61 331,689 0.258 9.10

Meadowbrook Elementary School
Total Site Info 15.09 657,125 1,201 19 7.8 81.5 740.6 25 3.70 161,299 0.126 4.42

Monmouth Grace United Methodist Church
Total Site Info 5.22 227,492 2,501 11,12,33,34 4.4 45.9 417.3 40 2.09 90,881 0.071 2.49

Municipal Parking
Total Site Info 0.28 12,250 401 67,68 0.5 5.3 48.2 86 0.24 10,500 0.008 0.29

Saint James Memorial Episcopal Church
Total Site Info 0.55 23,810 303 3,19 0.7 7.2 65.6 60 0.33 14,286 0.011 0.39

Wolcott Park
Total Site Info 10.92 475,872 902 37 2.3 24.1 219.3 10 1.10 47,769 0.037 1.31

WHALE POND BROOK SUBWATERSHED 37.57 1,636,505 35.4 371.3 3,375.3 16.88 735,143 0.573 20.16

Hawkswood School
Total Site Info 15.79 688,013 3,502 5 17.9 187.3 1,702.6 54 8.51 370,831 0.289 10.17

Illanos Café
Total Site Info 2.13 92,656 3,601 18 3.2 33.8 307.3 72 1.54 66,935 0.052 1.84

Existing Annual Loads
Runoff Volumes from I.C.
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Summary of Existing Site Conditions 

I.C. I.C. Water Quality Storm
Subwatershed/Site Name/Total Site Info/GI Practice Area Area Block Lot TP TN TSS I.C. Area Area (1.25" over 2-hours) Annual

(ac) (SF) (lb/yr) (lb/yr) (lb/yr) % (ac) (SF) (Mgal) (Mgal)

Existing Annual Loads
Runoff Volumes from I.C.

Reliable Couriers
Total Site Info 7.21 313,896 3,901 45 7.7 80.2 729.2 51 3.65 158,823 0.124 4.36

Woodmere Elementary School
Total Site Info 12.44 541,939 3,401 8 6.7 70.0 636.1 26 3.18 138,553 0.108 3.80
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d. Summary of Proposed Green Infrastructure Practices 



Summary of Proposed Green Infrastructure Practices

Max Volume Peak Discharge
Recharge TSS Removal Reduction Reduction Size of Unit Total I.C.

Subwatershed/Site Name/Total Site Info/GI Practice Area Area Potential Potential Potential Potential BMP Cost Unit Cost Treated
(SF) (ac) (Mgal/yr) (lbs/yr) (gal/storm) (cfs) (SF) ($) ($) %

BRANCHPORT CREEK SUBWATERSHED 14,600 0.34 0.380 63 27,140 1.02 3,883 $99,875 24.9%

1 Kindercare Learning Center
Downspout planter boxes 850 0.02 0.022 3 n/a n/a 48 1,000 box $4,000 1.5%
Pervious pavements 13,750 0.32 0.358 60 27,140 1.02 3,835 25 SF $95,875 23.5%
Total Site Info 14,600 0.34 0.380 63 27,140 1.02 3,883 $99,875 24.9%

PARKERS CREEK/ OCEANPORT CREEK SUBWATERSHED 105,337 2.42 2.745 458 200,937 7.64 31,918 $520,330 15.1%

2 Immaculate Conception Korean
Bioretention systems/rain gardens 1,320 0.03 0.034 6 2,600 0.10 345 5 SF $1,725 5.9%
Pervious pavements 15,200 0.35 0.396 66 30,010 1.13 4,769 25 SF $119,225 68.0%
Total Site Info 16,520 0.38 0.430 72 32,610 1.23 5,114 $120,950 73.9%

3 Margaret L. Vetter Elementary School / Memorial Middle School
Bioretention systems/rain gardens 24,830 0.57 0.647 108 47,467 1.84 6,725 5 SF $33,625 7.5%
Downspout planter boxes 850 0.02 0.022 3 n/a n/a 48 1,000 box $4,000 0.3%
Pervious pavements 2,645 0.06 0.069 12 5,215 0.20 848 25 SF $21,200 0.8%
Total Site Info 28,325 0.65 0.738 123 52,682 2.04 7,621 $58,825 8.5%

4 Meadowbrook Elementary School
Pervious pavements 17,860 0.41 0.465 78 35,255 1.32 5,318 5 SF $26,590 11.1%
Total Site Info 17,860 0.41 0.465 78 35,255 1.32 5,318 $26,590 11.1%

5 Monmouth Grace United Methodist Church
Bioretention systems/rain gardens 1,710 0.04 0.045 7 3,375 0.13 628 5 SF $3,140 1.5%
Pervious pavements 27,833 0.64 0.725 121 54,740 2.06 8,426 25 SF $210,650 25.0%
Total Site Info 29,543 0.68 0.770 129 58,115 2.19 9,054 $213,790 26.5%

6 Municipal Parking
Pervious pavements 4,005 0.09 0.104 17 7,910 0.30 1,787 25 SF $44,675 38.1%
Total Site Info 4,005 0.09 0.104 17 7,910 0.30 1,787 $44,675 38.1%

7 Saint James Memorial Episcopal Church
Rainwater harvesting systems 570 0.01 0.015 2 600 0.04 1,000 2 gal $2,000 4.0%
Downspout planter boxes 1,540 0.04 0.040 6 n/a n/a 84 1,000 box $7,000 10.8%
Total Site Info 2,110 0.05 0.055 8 600 0.04 1,084 $9,000 14.8%

Potential Management Area

1



Summary of Proposed Green Infrastructure Practices

Max Volume Peak Discharge
Recharge TSS Removal Reduction Reduction Size of Unit Total I.C.

Subwatershed/Site Name/Total Site Info/GI Practice Area Area Potential Potential Potential Potential BMP Cost Unit Cost Treated
(SF) (ac) (Mgal/yr) (lbs/yr) (gal/storm) (cfs) (SF) ($) ($) %

Potential Management Area

8 Wolcott Park
Bioretention systems/rain gardens 384 0.01 0.010 2 755 0.03 100 5 SF $500 0.8%
Pervious pavements 6,590 0.15 0.172 29 13,010 0.49 1,840 25 SF $46,000 13.8%
Total Site Info 6,974 0.16 0.182 30 13,765 0.52 1,940 $46,500 14.6%

WHALE POND BROOK SUBWATERSHED 336,130 7.72 8.758 1,466 663,525 24.91 80,880 $1,940,640 20.5%

9 Hawkswood School
Bioretention systems/rain gardens 13,390 0.31 0.349 58 26,435 0.99 3,678 5 SF $18,390 3.6%
Pervious pavements 177,400 4.07 4.622 774 350,185 13.15 45,382 25 SF $1,134,550 47.8%
Total Site Info 190,790 4.38 4.971 832 376,620 14.14 49,060 $1,152,940 51.4%

10 Illanos Café
Pervious pavements 26,195 0.60 0.683 114 51,710 1.94 5,615 25 SF $140,375 39.1%
Total Site Info 26,195 0.60 0.683 114 51,710 1.94 5,615 $140,375 39.1%

11 Reliable Couriers
Pervious pavements 97,555 2.24 2.542 426 192,575 7.23 23,975 25 SF $599,375 61.4%
Total Site Info 97,555 2.24 2.542 426 192,575 7.23 23,975 $599,375 61.4%

12 Woodmere Elementary School
Bioretention systems/rain gardens 820 0.02 0.021 4 1,620 0.06 390 5 SF $1,950 0.6%
Pervious pavements 20,770 0.48 0.541 91 41,000 1.54 1,840 25 SF $46,000 15.0%
Total Site Info 21,590 0.50 0.563 94 42,620 1.60 2,230 $47,950 15.6%

2


